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TR-212 

HIGH OPERATING TEMPERATURE 
LIQUID RELEASE AGENT 

 
DESCRIPTION: 
A high temperature PTFE liquid release agent of a nearly frictionless polymer lubricant dispersed in a solvent medium. 
Provides a smooth thin release film that works equally well on various thermoset resins (epoxy, polyester, etc.) 
thermoplastics (acrylic, polycarbonate, nylon, etc.), rubber (natural, synthetic) and metal tooling applications.   
 
PRODUCT FEATURES: 
★  High Temperature properties (500°F) 
★  Minimal or no transfer when properly applied and not in excess 
★  Easy “wipe on – leave on” or spray application 
★ Applicable to wide range of molding processes and materials  
★  Quick drying speeds production cycles  
★  Excellent detailed reproduction of parts 
 
USES: 
★  Compression & Pre-preg molding 
★  Injection molding 
★  Hand lay-up/Casting 
★  Vacuum bag/RTM 
★  Filament winding/Vacuum forming 
 
APPLICATION: 
Apply a uniform coat by spray, brush, wipe or dip, avoiding excessive amount or flooding when sprayed. 
Recommended spray application using medium pressure with semi-wide fan pattern. High spray pressures and low 
fluid flow can result in a dry film deposit and poor adhesion to the mold surface. Apply 2 coats on new molds in cross 
direction; allow drying before beginning molding process. Use subsequent applications as needed. Rough or porous 
surface molds may need additional break-in coats or a sealer. Multiple releases can be achieved before recoat is 
necessary and will vary according to mold design, process and materials incorporated. 
 
NOTE:   
Some settling does occur as product sits or is stored requiring agitation before and during use to ensure uniformity of 
applied release coat. 
 
STORAGE AND PRECAUTIONS: 
Contains flammable solvents. Store in a cool dry place and keep in original un-opened container away heat, open 
flame and sparks. 
 
PACKAGING: 
Available in gallon 4x1/cases, 5 gallon and 55 gallon drum. Please contact your local TR distributor or call direct. 
 
FOR INDUSTRIAL USE ONLY 
 
The information contained herein is based on tests considered to be reliable and accurate. Because of the wide variance of associated materials 
and conditions, no warranty is expressed or implied. Each user is encouraged to prepare a test part for their particular application. 
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