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TR-308 

FINE FINISH II 
POLISHING COMPOUND 

 
DESCRIPTION: 
A blend of fine aluminum oxide polishing powders in an emulsified water base producing an excellent scratch & swirl 
remover polish leaving a high gloss finish while removing light oxidation and fine sanding scratches on various 
finishes. 
 
PRODUCT FEATURES: 
★  Produces high gloss finish and removes light oxidation 
★  Eliminates swirl marks & fine scratches 
★  Exhibits less drying out while buffing 
★  Easily applied viscous liquid 
★  Contains no silicones or waxes 
 
PHYSICAL PROPERTIES: 
Specific Gravity:  1.08 (9.0lbs./Gal) 
Flash Point: >200°F (93°C) 
Viscosity:  liquid emulsion 
Color:  white 
 
USES: 
Removes fine scratches & swirl marks on all gel-coated finishes. To produce a high gloss mirror-like finish on 
fiberglass tooling/finished parts as well as urethane and enamel paints. 
 
APPLICATION: 
Apply TR-308 to surface and spread polish with machine buffer before turning on to avoid excess splatter. Power on 
variable speed electric buffer (1,500 - 2,400RPM) equipped with 100% all wool buffing pad for more cutting or 
wool/synthetic finishing pad. Work in a 2’ x 2’ surface area using light to medium pressure with buffer speed set at 
approximately 2,400rpm when using on polyester or vinyl-ester gel coats and 1,500rpm on urethane painted surfaces. 
As polish begins to dry, reduce pressure and buff to desired uniform high gloss finish. Any excess residue can be 
removed with a clean damp cloth. 
 
NOTE: 
Shake well before using. On painted surfaces allow proper cure time of coating and do not apply in direct sunlight or 
hot surfaces to minimize possibility of paint staining or bottle marking. Use of a foam finishing pad is recommended. 
 
PACKAGING: 
TR-308 is available in Gallon 4x1 case or 55gal drum. Please contact your local TR distributor or call direct. 
 
FOR INDUSTRIAL USE ONLY 
 
The information contained herein is based on tests considered to be reliable and accurate. Because of the wide variance of associated materials 
and conditions, no warranty is expressed or implied. Each user is encouraged to prepare a test part for their particular application. 
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