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TR-510 

POLY SEALANT POLISH 
GEL COATED & PAINTED FINISHES 

 
DESCRIPTION: 
Water based high performance polishing compound containing a balanced blend of reactive polymers and polishing 
agents for excellent weathering and detergent resistance. Use to provide an exceptional high-gloss finish enhancing 
luster to bring out brilliance of all colors especially bright colors or metallic flakes used for marine applications. 
 
PRODUCT FEATURES: 
★  Increased durability of the polish film 
★  Increased detergent resistance 
★  High gloss with deep color retention 
★  Polymerized cure adheres well to various finishes and metal surfaces 
★  Easy application and rub-out  
 
PHYSICAL PROPERTIES: 
Specific Gravity: 1.04 (8.7lbs./Gal) 
Appearance: light tan liquid emulsion 
Dry Time to Hand Wipe: approx. 5-10 minutes  
 
USES: 
To seal and preserve finish providing UV protection on all gel-coated, acrylic, painted finishes and other cosmetic 
surfaces. Final step polishing in the manufacture of boats, jet-skis, RV’s, truck caps, spas and urethane automotive 
finishes. 
 
APPLICATION: 
Apply TR-510 either by hand or power buffing machine. Using machine buffer on gel coated surface a 100% wool 
buffing pad or wool/synthetic finishing pad is recommended at 1,500-2,400 RPM. Use light to moderate pressure and 
avoid over buffing with a dry pad leaving a uniform high gloss finish. Using by hand, rub into surface a uniform thin 
coat, let dry and polish wipe to gloss finish.  
 
NOTE: 
Shake well before using. On painted surfaces, allow proper cure time of coating and do not apply in direct sunlight or 
hot surface to minimize possibility of paint staining or bottle marking. Use of a foam finishing pad is recommended. 
 
PACKAGING: 
TR-510 is available in Gallon 4x1 case and 55 gallon drum. Recommended to store in cool dry place to maintain one 
year shelf life stability. 
 
FOR INDUSTRIAL USE ONLY 
 
The information contained herein is based on tests considered to be reliable and accurate. Because of the wide variance of associated materials 
and conditions, however no warranty is expressed or implied. Each user is encouraged to prepare a test part for their particular application. 
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